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PROFIBUS Diagnostics Suite
One PC software for all your test tools

Consistent operating concept, no need to 8learna a new user
interface for each tool

=

PROFIBUS ,
Diagnostics Suite
PB-DIAG-Suite |

\

Easy and intuitive to use < not only for fieldbus specialists

Test results with one click of the mouse!

Clear presentation of test results, critical states are displayed in color “
and diagnostics can be read as plain text @
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PROFIBUS Diagnostics Suite i
Start page

Easy to get started, with quick access to frequently used functions

Quick test
Perform a quick test and store the results in the default network.

Resume last test
Please select a tool Continue testing of last tested network.
_=-~, BC-450-PB
23 S# 80300180 Protocol Analyzer for PROFIBUS DP

O . and PROFIBUS PA
P — Choose network for test
. bP [JPA Select an existing network and prepare for test.
BC-600-PB
® S 93800017 PROFIBUS Tester 4

> %5 New network
Create new network (and project if required) and prepare for testing

Show network status
Select a network and show last network status.

Show demo project o)
Show the test results of the demonstration project. ’oﬂm@
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PROFIBUS Diagnostics Suite
Standard functions: Bus and Network Status

The Bus Status Display continually shows the bus status regardless
of whether you have started a test

After a Quick Test or User-Controlled Test, the Network Status
Overview displays the overall diagnostic result and provides
a brief overview of the bus physics and bus communication:

OVERALL DIAGNOSTICS Me t at Test Location: Default Location-2

Status | Test finished!
oK Date |4/26/2010
Start Time [3:33:01 PM

Duration DDDDDS

| 1.5 Mbit/s [AUTO)

Critical quaity index
Stations with quality index below critical limit
Stations not measured fime-out)

| 1/26/2010 7:21:28
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PROFIBUS Diagnostics Suite
Standard functions: Network Status - Protocol

Protocol tab

The segment, master and slave levels each provide different
information




